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Read carefully this user guide before
using your RCW Sport steering wheel.

Any modification, manipulation or
misuse of the product will void the
warranty.

Keep your steering wheel far from liquids
or any product that could damage it.

This steering wheel was designed to be
used with driving simulators on PC
platforms.

Keep your RCW Sport disconnected from
your PC if you are not going to use it for a
long time.







RCW SportT

Carbon fiber and aluminium 6061 manufacturing
Poliurethane rubber grips
Magnetic paddle shifters
Dual clutch paddles
7-Way Funky Switch

+ 24 functions
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cWhat is in the box?

- RCW Sport steering wheel i
- USB connection cable \‘4

- 1x Sticker set

- Welcome letter | Welcome to Racing Components,
| it's time to enjoy racing,
- 3mm Allen key | it's time to win.

- 6X Allen screws M5 16mm
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1.1 Button layout

Push: 4

<:16

>: 15

Left: 23
Right: 24
Up: 25
Down: 26



1.2 Installation

On the back side of our RCW Sport you will see a 6 M5x0.8 hole pattern that will allow you to
screw any compatible adapter with the standard 70mm PCD.

If you purchased the steering wheel with the AD40 adapter, you will have an extra 4cm
distance to your wheel base. You will be able either to adapt any adapter compatible with
70mm and 50.8mm PCD.

AD40 adapter have 12 holes on each side, 6 of them are M5x0.8 and the other ones are through
holes to allow a better compatibility and ease to mount the adapter you need.

70mm pattern

Internal
50.8mm pattern



1.3 Clutch paddles adjustment

You can easily adjust your clutch paddles to adapt them at your hand size and reach.
NOTE: 2mm Allen key needed.

Paddle length can be adjusted loosening the two screws marked on the image below and
moving it back and forth as you need.

You can modify clutch travel loosening the screws of the front pin and moving it up and down.

IMPORTANT: Remember to perform a new calibration in RC Manager if you modified clutch
travel.




1.4 RCW Sport Connection

Out steering wheel has an USB security connector.

Thanks to this connector, you will be able to firmly
connect your steering wheel without fear of the
cable coming loose in the middle of any race.

All you have to do is connect it to the rear of your
RCW Sport following its position and screw it in to
secure it.

Once this is done, you only have to connect the
other end to a USB type A on your PC.

NOTE: If you have your PC far away, we
recommend that you use a USB type A male to USB
type A female extension cable so that the cable is
not strained and avoid possible damage and
disconnections with sudden movements of your
wheel base.

Caution: For all those bases that rotate when turned on,
we recommend that you do not connect the cable until
the base has been completely initialized, thus avoiding
possible unnecessary pulls.




RC MANAGER



2.1 Introduction

We present you RC Manager, our own application with which you can configure all the new
features of your RCW Sport steering wheel. Through the different menus you can: validate the
operation of the buttons, calibrate the clutch paddles, configure its operation mode, and
several other options from a single place. Currently RC Manager is only compatible with RCW
Sport v2* wheels.

RC Manager is alive, so we will be adding new updates and improvements from time to time.
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Firmware: v2.0.7
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@ Racing Components
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* RCW Sport v2 wheels are all those sold from November 2022, or those that have been updated through the
update service available on our website.



STARTING THE APPLICATION

Once the RCW Sport is connected and recognized by the PC you can start the RC Manager
application.

If the wheel is recognized correctly, you'll see the following in the status bar:

Model: RCW Sport Firmware: v20.7 Connected .J

However, if you do not have the wheel connected or your PC does not recognize it correctly, you will
see the following:

Model: - Firmware: - Disconnected @@ }

You will also see if the application correctly detects the steering wheel, it will automatically display the
device page with its information:
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